
Laat Licht Leven!

Informatie is gebaseerd op de ons bekende en daaraan gerelateerde gegevens. In geen 
geval kunnen hieraan rechten ontleend worden. Technische wijzigingen voorbehouden.

MWS

Multi Wall Sheets
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Applications

Advantages

•  quick and easy installation

• translucent

• heat-insulating

• high temperature resistance

• versatile designing in shape, colour and  

 function 

• good long term performance through UV  

 protection 

• 200 x times tougher than glass

• Shatter proof

• Roofi ngs

• Winter gardens

•  Roof constructions

• Roof lights  - fl at and curved

• Refurbishment

• Pergola

PC 4-2

PC 4,5-2

PC 6-2

PC 6-4
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PC 8-2

PC 8-4

PC 6(10)-2

Available thicknesses / Manufacturing program
Multi Wall sheets can be used in many different ways. They are manufacturable in 

different thicknesses and widths. Variable width can be produced with closed edges 

according to customers demand. Standard colour is for all MWS clear. Additional 

standard colours depending on product type are available. 
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MWS Up-value W/m2K** Weight kg/m2 Variable widths 

(mm)
Standard
widths (mm)

4-2 approx. 4,00 approx. 0,83 500-1050  2100

4,5-2 approx. 3,90 approx. 1,00 500-1050 -

MWS Up-value W/m2K** Weight kg/m2 Variable widths 
(mm)

Standard
widths (mm)

6-2 approx. 3,60 approx. 1,30 - 2100

6(10)-2 approx. 3,60 approx. 1,30 550-1250 1202

6-4 approx. 3,10 approx.  1,30 730-1250 -

MWS Up-value W/m2K** Weight kg/m2 Variable Brei-
ten (mm)

Standard
widths (mm)

8-2 approx. 3,30 approx. 1,50 550-1250 2100

8-4 approx. 2,60    approx. 1,60 730-1250 -

Lichtbouwelementen

1.1 - 1.1 MWS

Leveringsprogramma
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PC 10-2

PC 10-4

PC 16-2

PC 16-5

PC 16-7*
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MWS Up-value W/m2K** Weight kg/m2 Variable widths 

(mm)

Standard

widths (mm)

10-2 approx. 3,20 approx. 1,70 550-1250 2100

10-4 approx. 2,50 approx. 1,75 - 2100

MWS Up-value W/m2K** Weight kg/m2 Variable widths 

(mm)

Standard

widths (mm)

16-2 approx. 2,80 approx. 2,40 630-1250 980 + 1200

16-5 approx. 1,80 approx. 2,80 630-1250 980 + 1200

16-7  approx. 1,70 approx. 2,60 730-1250* 2100

* PC 16-7 in variable widths  (future standard widths 980 and 

1200mm) expected to be available from 01/2013 

Lichtbouwelementen

1.1 - 1.2 MWS

Leveringsprogramma
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MWS

Multi Wall Sheets

Versions

Advantages

•  quick and easy installation

• translucent

• heat-insulating

• high temperature resistance

• versatile designing in shape, colour and  

 function 

• good long term performance through UV  

 protection 

• 200 x times tougher than glass

• Shatter proof

• Heatbloc-Design 

    (Version DECOCOLOR or DUOCOLOR,    

 depending on product type)

• Frozen-Design 

    (Version DECOCOLOR, with fibre  

 glass structure on the outer layer of       

 MWS) 16-2) 

PC 25-8

PC 20-2

PC 20-5

PC 32-8

PC 20-7*

* PC 20-7 expected to be available from 01/2013
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MWS Up-value W/m2K** Weight kg/m2 Variable widths 

(mm)

Standard

widths (mm)

20-2 approx. 2.60 approx. 2.80 630-1250 -

20-5 approx. 1.70 approx. 3.10 630-1250 -

20-7 approx. 1.70 approx. 2.90 730-1250 -

MWS Up-value W/m2K** Weight kg/m2 Variable widths  

(mm)

Standard

widths (mm)

25-8 approx. 1.40 approx. 3.40 650-1260 980 + 1200
25

MWS Up-value W/m2K** Weight kg/m2 Variable widths  

(mm)

Standard

widths (mm)

32-8 approx. 1.20 approx. 3.60 650-1260 1230
32

Lichtbouwelementen

1.1 - 1.3 MWS

Leveringsprogramma
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MWS

** Up-values

all Up-values are approximate values/ reference values

PC 40-8

PC 50-10

Colours
Our range of colours and product versions can be viewed in the single pro-

duct datasheets.

Flammability classifi cations

Fire behaviour proven per test reports B1 and B2 according to DIN 4102-1

and B s1 d0 and Bs2 d0 according to DIN EN 13501
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MWS Up-value W/m2K** Weight kg/m2 Variable widths  

(mm)

Standard

widths (mm)

40-8 approx. 1.00 approx. 4.00 650-1260 1200
40

MWS Up-value W/m2K** Weight kg/m2 Variable widths  

(mm)

Standard

widths (mm)

50-10 approx. 0.86 approx. 4.40 - 980
50

Lichtbouwelementen

1.1 - 1.4 MWS

Leveringsprogramma


